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APPROVAL OF CONSENT AGENDA

TOWN OF DAVIE
TOWN COUNCIL AGENDA REPORT

TO: Mayor and Councilmembers

FROM/PHONE: Dennis Andresky, Parks & Recreation Director 797-1151 

PREPARED BY: Dennis Andresky, Parks & Recreation Director 797-1151 

SUBJECT: Resolution

AFFECTED DISTRICT: Town wide

ITEM REQUEST: Schedule for Council Meeting

TITLE OF AGENDA ITEM:  CONTRACT - A RESOLUTION OF THE TOWN OF 
DAVIE AUTHORIZING THE MAYOR TO EXECUTE A CONTRACT WITH KOOL 
PLAYGROUND, LLC TO SUPPLY AND INSTALL AN INCLUSIVE 
PLAYGROUND AT PINE ISLAND PARK.  ($178,589.63)  

REPORT IN BRIEF: Resolution R-2008-229 awarded Bid B-08-84 for the 
completion of the Pine Island Inclusive Playground to Kool Playground, LLC.  This is the 
follow up resolution entering into a contract with Kool Playground, LLC.

PREVIOUS ACTIONS:  Resolution R 2006-211 (Original project bid award) and 
Resolution R-2008-229 awarding bid B-08-84, inclusive playground at Pine Island 
Park to Kool Playground, LLC.

CONCURRENCES:  The Town Attorney has reviewed the contract.

FISCAL IMPACT:  Yes

Has request been budgeted? Yes

If yes, expected cost:  $178,589.63.

Account Name:  Pine Island Park Playground Expense

RECOMMENDATION(S):  Motion to approve the resolution



Attachment(s): Resolution, Contract and Vendor Bid Response



RESOLUTION NO. ________

A RESOLUTION OF THE TOWN OF DAVIE AUTHORIZING THE 
MAYOR TO EXECUTE A CONTRACT WITH KOOL PLAYGROUND, 
LLC TO SUPPLY AND INSTALL AN INCLUSIVE PLAYGROUND 
AT PINE ISLAND PARK.

WHEREAS, the Town solicited sealed bids for the completion of the Pine Island 

Park Inclusive Playground Project; and 

WHEREAS, Kool Playgrounds, LLC submitted the lowest responsive and 

responsible bid of eight bids received and the only bid that meets all bid specification 

requirements; and

WHEREAS, The Town’s Bid Selection Committee recommends bid award to 

Kool Playgrounds, LLC; and

WHEREAS, Council previously accepted the bid from Kool Playground, LLC by 

Resolution R-2008-229 and that it is in the Town’s best interest to execute a contract for 

this construction.

WHEREAS; after review, the Town Council wishes to award said bid to Kool 

Playgrounds, LLC and to provide additional funding in the amount $45,348.63 for bid 

award from District 2 Open Space Bond Funds.

NOW, THEREFORE, BE IT RESOLVED BY THE TOWN COUNCIL OF THE TOWN 
OF DAVIE, FLORIDA:

SECTION 1.  The Town Council hereby authorizes the Mayor to execute a 

contract with Kool Playground, LLC in the amount of $178,589.63 for the supply and 

installation of an inclusive playground at Pine Island Park.

SECTION 2.  The Town Council hereby authorizes the allocation of additional 

funding ($45,348.63) from District 2 Open Space Bond Funds which will be replenished 

once we get the $75,000 grant from Broward County Children’s Services Council and the 



expenditure from the Parks and Recreation Department Pine Island Park Play Area 

Expense Account.



SECTION 3. This resolution shall take effect immediately upon its passage and 

adoption.

PASSED AND ADOPTED THIS __ DAY OF _____________, 2008

______________________
___________

MAYOR/COUNCILMEM
BER
Attest:

________________________________
TOWN CLERK

APPROVED THIS __________ DAY OF ________________________, 2008



AGREEMENT
BETWEEN 

THE TOWN OF DAVIE 
AND KOOL PLAYGROUNDS, LLC

FOR 
COMPLETION OF INCLUSIVE PLAYGROUND AT PINE ISLAND PARK 

THIS AGREEMENT, made and entered into this ______ day of _____, 
2008, by and between:

Town of Davie, Florida
a municipal corporation
6591 Orange Drive
Davie, Florida, 33314
(hereinafter referred to as “TOWN”)

AND

Kool Playgrounds, LLC
109 E 17 Street
St. Cloud, FL  34769
(hereinafter referred to as “CONTRACTOR”)

WHEREAS the Town awarded Bid B-08-84, Inclusive Playground at Pine 
Island Park, per Resolution R-2008-229 to the Contractor on October 1, 2008 in 
the amount of $178,589.63 in accordance with the attached scope of services and,

WHEREAS the Town Bid Specification B-08-84, Inclusive Playground at 
Pine Island Park, Bid Addendums and the Contractor Bid Response dated 
8/12/08 for said bid are made a part of this agreement by reference and,

WHEREAS the Town and Contractor wish to enter into this Agreement to 
outline the parties’ responsibilities for completion of the Inclusive Playground at 
Pine Island Park Project.

Now, Therefore, in consideration of the mutual covenants and conditions 
herein expressed and the faithful performance of such covenants and conditions, 
the parties agree as follows:

SCOPE OF PROJECT:
Sealed bids are being solicited for the completion of partially constructed 
Inclusive Playground Area located at Davie Pine Island Park 3801, South Pine 
Island Road, Davie, Florida 33314.  The completed Inclusive Playground is to 



include Playground Equipment, Surfacing and a Shade System as specified 
herein.  The Inclusive Playground shall provide a barrier-free, developmentally 
advantageous, fully integrated and socially inviting recreational play area for 
children of all abilities including children with disabilities.

Work completed to date includes site excavation and installation of a six (6) inch 
concrete slab for the large multi-component play structure safety surfacing area.  
The concrete slab is approximately four thousand (4,000) square feet in size and 
has been approved by the Town of Davie Building Department.  Equipment to be 
mounted to the concrete slab will need to be done using a Plate Mounted 
Method.

NO PARTIAL BIDS WILL BE ACCEPTED  

TERM OF CONTRACT:
The prices offered and accepted must remain firm for the full term of the 
contract.  

SHIPPING
Bid prices submitted must include cost of shipping and handling by bidder.

QUALIFICATION OF BIDDERS
Bids will be considered only from firms normally engaged in providing the 
equipment, products and work specified herein.  Bidder must have adequate 
organization, facilities, equipment and personnel to insure prompt and efficient 
service to the Town.

REQUIRED SUBMITTALS
The following required submittals must be provided with bid submission for bid 
consideration.   Failure to submit the required submittals with bid submission 
will result in bid submission being rejected as NON RESPONSIVE.
1. Playground Equipment: Schematic drawing of equipment layout and 
elevations.
2. Shade Canopy System: 

a. A schematic drawing of shade canopy system layout and elevations which 
clearly shows overhead clearances.  If awarded the bid, bidder must 
provide engineered drawings that have been signed and sealed by a State 
of Florida Registered Engineer.

b. Canopy fabric specifications and samples.
c. Canopy Flame Spread Certificate.
d. Canopy removal and installation instructions.    

3. Poured in Place Safety Surfacing: 



a. Certified Test Data or Documentation that Safety Surfacing meets or 
exceeds current Consumer Product Safety Commission guidelines as 
listed in “A Handbook for Public Safety” for a minimum fall height of six 
(6) feet.

b. Certified Test Data or Documentation that Safety Surfacing meets or 
exceeds current Americans with Disabilities Act Guidelines.

c. Certified Test Data or Documentation that Safety Surfacing meets or 
exceeds current ASTM F-1292 requirements.

d. A (6) inch by (6) inch sample of surfacing material in specified thickness.
e. Color samples of surfacing material for color availability

4. Product and Workmanship Warranties and Guarantees.
5. Other information as required in all sections of this bid document.
6. W-9 Form and Completed Vendor/Bidder Disclosure Form
7. Certificate of endorsement as an active Licensed General Contractor in the 
State of Florida.

SITE VISIT
A mandatory project site visit is scheduled for Monday, June 2nd at 9:00 am.  
Bidders are to meet at the project site located at Davie Pine Island Park 3801 
South Pine Island Road as shown in Attachment “D” Project Site Location Map.   

GENERAL REQUIREMENTS

1. No excavations shall be allowed to remain open overnight. Excavations must 
be backfilled daily.

2. Bidder is responsible for supplying, installing and maintaining any barricades, 
flashing hazard lights, hazard communication signs and so forth, as required to 
isolate construction activity and advise the people using the park of the work in 
progress.  The park will remain occupied and in use throughout the duration of 
the project.

3. Upon completion of the project, Contractor must clean all play equipment, 
structures, frames and canopies of dirt, debris and dust prior to final Town 
acceptance.

4. Contractor must dispose of all refuse off site.  On a daily basis, do not allow 
the accumulation of dirt, debris or packaging material on site.  Town/Park 
dumpsters and trash receptacles may not be utilized by the Contractor.  Clean fill 
resulting from the project may be deposited on site as noted on Attachment “D” 
Project Site Location Map.



5. Project area adjacent walkways, benches and play equipment shall be left 
clean.  Contractor shall rake up and remove construction debris from 
surrounding grass areas.

6. The Town of Davie’s permit fee schedules can be found at www.davie-fl.gov.  
It is the Contractors responsibility to obtain all necessary permits.   

CONTRACT BONDS
The successful bidder shall furnish a Performance Bond in an amount of at least 
equal to one hundred percent (100%) of this Contract price as security for the 
faithful performance of this Contract and a Payment Bond in the amount of at 
least one hundred percent (100%) of the Contract Price for payment of all persons 
performing labor on the project under this Contract.  The Surety on such Bonds 
shall be duly authorized surety company satisfactory to the Owner

INDEMNITY/HOLD HARMLESS AGREEMENT  
The contractor agrees to indemnify and hold harmless the Town, its officers, 
agents, and employees from any and all liability, defense costs, including 
attorneys’ fees, and all other fees incidental to the defense, loss, or damage the 
Town may suffer as a result of claims, demands, costs, or judgments against it 
arising from the subject project.  Nothing in this agreement shall be construed to 
affect in any way the Town’s rights, privileges and immunities as set forth in 
Florida Statutes 768.28.

PUBLIC ENTITY CRIME  
A person or affiliate who has been placed on the convicted vendor list following 
a conviction for a public entity crime may not submit a bid on a contract to 
provide any goods or services to a public entity, may not submit a bid on a 
contract with a public entity for the construction or repair of a public building or 
public work, may not submit bids on leases of real property to a public entity, 
may not be awarded or perform work as a contractor, supplier, subcontractor, or 
consultant under a contract with any public entity, and may not transact business 
with any public entity in excess of the threshold amount provided in Section 
287.017, for CATEGORY TWO for a period of 36 months from the date of being 
placed on the convicted vendor list.

DISCRIMINATION An entity or affiliate who has been placed on the 
discriminatory vendor list may not submit a bid on a contract to provide goods 
or services to a public entity, may not submit a bid on a contract with a public 
entity for the construction or repair of a building or public work, may not submit 
bids on leases of real property to a public entity, may not award or perform work 
as a contractor, supplier, subcontractor, or consultant under contract with any 
public entity, and may not transact business with any public entity.



INSURANCE The Contractor shall furnish proof of Worker’s Compensation 
Insurance, Commercial General Liability Insurance, Business Automotive 
Liability Insurance and Professional Liability Insurance.  The Contractor shall 
carry in force at all times the insurance coverage and the Town will be included 
as “Additional Insured”.  Insurance requirements are as follows:

Workers’ Compensation - statutory
Policy must include Employers Liability:  $100,000 for each accident, 
$500,000 disease (policy limit), and $100,000 disease (each employee)

Commercial General Liability: $1,000,000 per occurrence Combined 
Single Limit for bodily injury and property damage.  Policy shall include 
coverage for premises/operations; products/completed operations; 
contractual liability, independent contractors.

Business Auto Liability: $1,000,000 per occurrence Combined Single 
Limit for bodily injury and property damage.  Policy shall include 
coverage for owned autos, hired autos; non-owned autos.

Insurance must be furnished to the Town’s Purchasing Division and 
notification received of its approval by the Town PRIOR TO THE 
COMMENCEMENT of any work.  The Town will be given 15 days 
written notice of any cancellation or material change in any policy.

DEFAULT PROVISIONS
In the event of default by the bidder, the Town may procure the items bid from 
other sources and hold the bidder responsible for excess costs incurred as a 
result.  Also, the Town may take such action as it deems appropriate including 
legal action for damages or specific performance.

SUBSTITUTIONS:
Where, in these specifications, names of particular products, manufactures, 
materials are specified by brand or trade name, such has been done to establish 
required quality and type.  During the Bid Period Only, Bidder may request the 
Town to consider another brand name, providing such substitution request is 
made in writing to the Town by Friday, June 6th, 2008.  If the Town approves an 
alternate product, an addendum will be sent out to all prospective bidders.  No 
Addenda listing approved substitutions will be issued later than seven (7) 
calendar days prior to the date for receipt of Bids.  Only such material 
substitutions will be considered.

TIME OF COMPLETION:  



Bidder agrees that, if awarded the Contract, that he/she will have the work 
Substantially Complete within (150) calendar days of Notice to Proceed and will 
have the entire work fully complete within (180) days of Notice to Proceed. 

 
LIQUIDATED DAMAGES
If work is not completed as specified under Time of Completion, damages will be 
assessed at the rate of One Hundred Dollars ($100) per calendar day, Sundays 
and holidays included. 

WARRANTIES AND CANCELLATION
Bids will clearly state any warranties and guarantees against sub-standard 
materials.  The Town may cancel this contract upon notice in writing should the 
company fail to reasonably supply the equipment as specified herein. 

QUALITY OF MERCHANDISE
All materials used for the manufacture or construction of any supplies, materials, 
or equipment covered by this bid shall be new.  The items bid must be new, the 
latest model, of the best quality, and highest grade workmanship.

PLAYGROUND EQUIPMENT, SURFACING & SHADE SYSTEM
SPECIFICATIONS

1. Playground Equipment shall be equal to or better than BURKE S2000 SERIES 
BURKE BASICS AND SPORTSPLAY EQUIPMENT INC. equipment as specified 
in Attachment “A” Inclusive Playground Equipment Site Plan. The playground 
system shall include (20) connected play events and (5) stand alone play features.  
Eleven (11) of the play events shall be elevated and fourteen (14) shall be ground 
level.  The system shall incorporate both a wheelchair ramp and a (32”) transfer 
station to provide access to elevated events for children in wheelchairs or on 
scooters.  The highest ground level component is (49”).  All eleven (11) elevated 
play components shall be accessible through either the ramp or transfer station.    

2. Surfacing shall be equal to or better than Rainbow Turf Products EPDM 
Poured-in-Place Safety Surfacing and Zeager Recreational Surfacing as specified 
in Attachment “B” Surfacing.  

3. The Shade System shall be equal to or better than requirements as specified in 
Attachment “C” Shade Canopy System.

4. If an alternate product is proposed, the bidder will be required to submit 
sufficient information with his/her bid to allow the Town to determine that the 
material or equipment proposed is equivalent to that named.  The Town will be 
the sole judge concerning the merits of the proposed material or equipment.  



Please see deadline requirement for submission of Substitutions as listed under 
Substitutions on page four (4).



 ATTACHMENT "A"
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Inclusive Playground Equipment       

ITEM COMP. DESCRIPTION
1 200-0001 FUN PHONE ASSY
2 200-0112 UNITARY ENCLOSURE
3 200-0129 TRIANGLE PLATFORM S2P
4 200-0131 HEXAGONAL PLATFORM S2P
5 200-0150 MONSTER SLIDE PLTFRM ASSN
6 200-0193 ADA STR RAMP w/BARRIER
7 200-0194 OCTAGONAL PLATFORM S2P
8 200-0196 ADA ENTRANCE RAMP BR 8-16
9 300-0010 HORIZ LADDER END RUNGS

10 300-0146 ATOM CLIMBER 32-48
11 300-0155 SNAKE CLIMBER 56 - 72
12 300-0160 CENTIPEDE CLIMBER 32-40
13 300-0178 CONVEX CLIMBER 24-32
14 300-0272 STGGRD POD WALK 40 PLTFR
15 300-0306 DECK-DECK PLANK GRND-32
16 300-0356 32IN TRANSITION W/BARRIER
17 300-0360 40IN TRANSITION W/BARRIER
18 300-0362 TRANSFER STATION 32"
19 300-0382 FAN CLIMBER 40-48
20 300-0405 STONE SLOPE CLIMBER 72"
21 300-0420 LEAF CLIMBER 16-24"
22 300-0430 SKY PODS 16-40"
23 400-0003 STR  TUBE SLIDE 24 PLTFRM
24 400-0192 DOUBLE RAIL SLIDE 32/40
25 400-0335 MONST SLIDE 64-72 R90 L90
26 400-0369 TSUNAMI SLIDE 64-72
27 500-0455 FS TIRE SWING ASSY
28 500-1547 CHIMES PANEL
29 500-1548 BUMBLE BEE PANEL
30 500-1549 CAR CONTROL PANEL
31 500-1566 PADDLE BALL PANEL
32 500-2549 CAR ACCESS REACH PANEL
33 550-0032 4 1/2" SINGLE POST SWING
34 550-0034 4 1/2" SINGLE POST ADD-ON
35 550-0051 7" BELT W/PVC CHAIN 2
36 550-0053 7"INFANT W/PVC CHAIN 2
37 580-0168 SINGLE SAND/WATER TABLE
38 600-0131 FS STORE FRONT PANEL ASSY
39 800-0145 LETTER PANEL J-R ASSY
40 800-0146 LETTER S-Z VOWELS PANEL
41 800-0147 LETTER A-I PANEL ASSY



42 800-0148 ANIMAL PANEL ASSY
43 800-0151 SYMBOL PANEL ASSY





ATTACHMENT “B”  
SURFACING
(Page 1 of 8)

 

Rainbow Turf Products EPDM Poured-in-Place Safety Surfacing

1. Resilient safety surfacing shall be equal to or better than Rainbow Turf 
Product’s EPDM Poured-in-Place Safety Surfacing and installed on the 
existing six (6) inch thick concrete slab. Concrete slab shall have a (2 degree) 
slope and be finished according to resilient surfacing manufacturer’s 
specification requirements.  Resilient surfacing shall be installed under the 
Large Multi- Component Play Structure and extend (6 ft.) beyond the 
structure. Resilient Surfacing may extend beyond (6 ft.) of the equipment as 
needed to meet equipment fall zone requirements. 

General Requirements:
1. The Safety Surface System shall have been marketed in the United States for 

at least five (5) years.
2. Installation of the Safety Surfacing shall be performed by an applicator that 

can furnish an evidence history of direct employment by the manufacturer.
3. Installation of the Safety Surfacing shall be overseen by a factory 

representative who shall be present during surfacing installation and at the 
sign off/completion of the surfacing installation. 

4. The following specifications, standards and codes shall hereby form a part 
of this specification.
a. American Standard for Testing and Materials (ASTM). Material used in 

construction of the Safety Surface System shall be tested for conformance  
with requirements of ASTM F 1292.

b. Consumer Products Safety Commission (CPSC). Installed Safety Surface 
shall meet or exceed CPSC performance guidelines with respect to the 
Critical Heights of the proposed in-place play equipment.

c. National Bureau of Standards
d. Material shall have a Class B Fire Rating

5. Material shall be vandal resistant and firmly secured so that it cannot be 
pulled away from the playground surface.

6. The vendor/contractor must possess a certificate of endorsement as an 
active Licensed General Contractor in the State of Florida.

7. Vendor/contractor shall provide surfacing manufacturer’s preventative 
maintenance program recommendations along with clear and definitive 
cleaning instructions of the product supplied.

8. Stobielast S100.00 low viscosity, moisture curing, one component 
polyurethane primer with long-term elasticity, containing solvents shall be 



used for treatment of asphalt, concrete, and or existing rubber safety 
surfacing.
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9. Contractor shall ensure use of Raw Materials as stated within this product 
specification.

10. Manufacturer’s Review:  Submit written statement, signed by safety 
surfacing installer stating that Drawings and Specifications have been 
reviewed by qualified representatives of materials manufacturer, and that 
they are in agreement that materials and system to be used for safety 
surfacing are proper and adequate for applications shown.

11. Substrate Acceptability:  Submit a certified statement issued by 
manufacturer of Safety Surfacing materials and countersigned by 
applicator, attesting that areas and surfaced designated to receive safety 
surfacing have been inspected and found satisfactory for reception of work 
covered under this Section: and are not in conflict with “Warranty” 
requirements.  Application of materials will be constructed as acceptance of 
surfaces.

12. Statement of Supervision:  Upon completion of Work, submit a written 
statement signed by manufacturer stating that field supervision of 
manufacturer’s representative was sufficient to insure proper application of 
materials that Work was installed in accordance with Contract Documents, 
and that installation is acceptable to manufacturer.

13. Certification:  Furnish certificate accompanying delivery of Safety Surface 
material indicating compliance with the Contract Documents.

14. Shock Absorbency:  When tested in accordance with ASTM F-1292, Test 
Method F355, Procedure C (Metal Headform), the surface shall not impart 
to the headform upon impact, a peak deceleration exceeding 200 times the 
acceleration due to Gravity (200 G’s).  Drop heights used in this test shall be 
the heights relevant to the proposed play structures used in conjunction 
with the safety surfacing areas indicated on the Drawings.

15. Weathering:  After being subjected to a freeze-thaw cycle the sample shall 
be retested in compliance with ASTM F-1292 at 72 Degrees F only.  A peak 
deceleration rereading not exceeding 200 G’s shall be maintained.

16. Slip Resistance:  Wet dynamic reading shall not be less than 40 when tested 
in accordance with ASTM E 303, using British Portable Skid Resistance 
Tester.

17. Provide a written warranty stating that work executed under this Section 
will be free from defects of materials and workmanship for a period of two 
years from date of Substantial Completion, and that material breakdown 
and unraveling will be remedied on written notice at no additional cost to 
the Owner.  The Warranty shall be in writing and shall be signed by the 
Contractor, the Safety Surface materials manufacturer. Warranty shall 



include removal and replacement of materials as required to repair safety 
surfacing, at no cost to the Owner.

18. Conditions of substrates with respect to structural performance shall be 
evaluated and approved by the applicator prior to applying the safety 
surfacing.

19. Safety Surfacing shall not be placed when the ambient temperature is below 
40 Degrees Fahrenheit, when there is frost in the base, when rain or frost is 
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forecasted, or any other time when weather conditions are unsuitable for 
the type of material being placed.

20. At the time of application ambient air temperature shall be 40 Degrees 
Fahrenheit or greater and remain so for at least 7 days after installation is 
complete.

21. Adjacent Material and the Safety Surfacing shall be protected during 
installation, while curing and/or unattended from weather and other 
damage.

22. All materials for the work of this Section shall be delivered, stored and 
handled so as to preclude damage of any sort.  Materials showing evidence 
of damage shall not be used and shall be removed from the site.

23. Materials in manufacturer’s unopened containers or bundles must be fully 
identified with brand, type, grade, date of manufacture, class, lot number, 
and other qualifying information.

24. Store materials in original tightly sealed containers or unopened packages.  
Materials shall be stored out of weather, off the ground, in dry area, in 
compliance with manufacturer’s maximum storage temperature range.

25. Materials must be delivered and off-loaded by installation personnel.
26. Maintain manufacturer’s current installation instructions at the job site at all 

times for safety surface material to be used on the Project.
27. Maintain material storage area at minimum 60 degrees Fahrenheit, but not 

above 90 degrees Fahrenheit for 48 hours prior to application.
28. Proceed with work of this section only after substrate construction and 

penetrating work have been completed.
29. Do not proceed with work during inclement weather.  Comply with 

manufacturer’s recommendations for application and curing under specific 
climatic conditions.

30. Coordinate application of safety surfacing with work of other trades.
31. Protect the safety surface from damage, resulting from spillage, dripping, 

and dropping of matter.  Prevent Materials from entering and clogging 
drains.  Repair, restore or replace work, which is soiled or damaged in 
connection with the performance of the work.

32. All material components of the safety surfacing shall be obtained from the 
same source.

33. Primer:  Single component moisture cured polyurethane primer.
34. Binder:  An elastic polyurethane pre-polymer with minimal odor, excellent 

weathering and binding characteristics.  The use of Stockmeier Kunststoffe 
binder is a pre-requisite.

a. 100 Percent MDI based binder.



35. Rubber:  BRG – EPDM 1-4 mm Granules.
36. Thinner:  A thinner, approved by the safety surface manufacturer shall be 

used for cleaning tools.
37. Safety Surface System:
a. Shall have been tested for shock attenuation under ASTM F-1292 and HIC.
b. Shall have been tested for non-slip characteristics under ASTM E-303.
38. Mixture of binder and rubber will be determined by the system, which is 

specified.  Verify with manufacturer for specific detailing.
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39. Colors shall be selected by the Town from the manufacturer’s full line of 
available colors.

40. Installation of Safety Surfacing shall be over bituminous concrete sub base 
as per manufacturer’s instructions and as detailed.  The safety surfacing in 
itself shall not create new hazards; hence all installations shall be done as 
carefully as possible in a neat and workmanlike manner.

41. Layout of areas of safety surfacing shall be reviewed by the manufacturer’s 
representative to insure that the proper thickness of safety surface is 
installed.  A minimum of ½” EPDM wear course is mandatory.

42. For the base, follow all manufacturer’s guidelines and instructions.
43. Safety Surface shall be installed to thicknesses based on the performance 

standards of Play Space Services/Rainbow Turf Products.
a. The use of minimum bases executed within Play Space 

Services/Rainbow Turf Products playground safety surfacing system is 
solely for the purpose of setting a performance standard.  It does not 
indicate a proprietary item, nor does it preclude products of other 
manufacturers so long as the requirements of these specifications and all 
other applicable provisions of the contract documents are met.

44. Primer shall be applied to the substrate at a rate of 300 square feet per 
gallon using a short nap roller.
a. Base mat and top coat.
b. Using trowel, SBR/Binder mix shall be spread in a consistent density to 

specified thickness.  Compact and allow to dry for a minimum of 24 
hours (necessary time varies based on temperature and humidity).

45. Clean, repair or replace work of trades soiled or damaged by safety surface 
installation work.

46. The General Contractor shall be responsible for protection of finished 
surfaces until completion of construction and sign off.

Zeager Recreational Surfacing

See pages 11 - 13
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SHADE CANOPY SYSTEM SPECIFICATIONS

1. The Shade Canopy System shall provide shade for the following 
areas:

a. The Large Multi-Component Play Structure and adjacent 
Spring Horse Rides and Sand/Water Table area requires 
three canopies. Canopy sizes for this area shall be 
approximately (30 ft.) by (30 ft.); (30 ft.) by (40 ft.) and (30 ft. 
by (50 ft).  Canopies shall provide (6 ft.) of overhead 
clearance above the highest point of the play structures.  
Canopy eave height shall be a minimum of (10 ft.) and be 
consistent for the three canopies in this area.   

b. The Two Bay Swing Structure requires a canopy measuring 
approximately (20 ft.) by (30 ft.) in size. Canopy shall provide 
(6 ft) of overhead clearance above the highest point of this play 
structure.  Canopy eave height shall be a minimum of (10 ft).

c. The Swing Platform with Frame Structure requires a 
canopy measuring (15 ft.) by (15 ft.) in size with a minimum 
eave height of (10 ft.).  Canopy shall provide (6 ft.) of 
overhead clearance above the highest point of this play 
structure.  Canopy eave height shall be a minimum of (10 
ft.).   

2. If awarded bid, bidder must provide engineered drawings that 
have been signed and sealed by a 
State of  Florida Registered Engineer.

3. Shade canopy system canopy fabric shall be equal to or better 
than Shade Systems Inc. CoolNet shade fabric product.

 
4. Shade canopy system must be engineered, designed and 

manufactured by skilled craftsmen and certified by Professional 
Engineers for structural soundness of design. 

5. All materials must be structurally sound and appropriate for safe 
use.  Product durability shall be ensured by the use of corrosion 
resistant metals such as stainless steel and coatings such as zinc-
plating, galvanizing and powder-coating of steel parts.  Fabrics 



used shall include UV-stabilizers and fire retardants for 
longevity and safety.

6. All tubing members shall be factory welded by Certified Welders 
to American Welding Society standards and to the highest 
standards of quality workmanship.  Weldments shall be finished 
with a zinc-rich galvanized coating.   All tubing used shall be 
cold-formed and milled per ASTM A-135 and ASTM A-500.  
Material testing shall be in accordance with ASTM E-8.  
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Minimum yield shall be 40,000 psi with a minimum tensile 
strength of 45,000 psi on all posts.  All tubing shall be pre-cut to 
appropriate lengths and all outside surfaces shall be galvanized, 
with an interior corrosion-resistant zinc-rich coating.  Where 
required by Engineer, support pipes shall be schedule 40 hot-dip 
galvanized or powder-coated black steel.  All fastening 
hardware shall be stainless steel. 

7. Where required by Engineer, all powder-coat parts shall be 
completely cleaned and a hot zinc phosphate pretreatment with 
non-chromatic sealer applied.  Powder-coating shall be 
electrostatically applied and oven-cured at 375 to 415 degrees 
Fahrenheit.  Polyester powders shall meet or exceed ASTM 
standards for Adhesion, Hardness, Impact, Flexibility, Overbake 
Resistance, and Spray Resistance. 

8. Footings and canopy support columns and structure shall be 
designed per Florida building codes for the specific structure.  

 
9. Shade canopy system structures shall be engineered to the 
following standard  specifications.

 Wind Speed (Frame only):      150 
m.p.h.

Wind Speed (Frame w/canopy):    80 m.p.h.
Live Load:                                               None
Snow Load:                                              None

  
10. Tensioning cables shall be galvanized with UV resistant vinyl 
cladding to eliminate fabric wear.  Cable size shall be specified by 
the Engineer of record. Cable fasteners shall be zinc-plated copper 
for maximum corrosion resistance.

11. Shade fabric shall be knitted of monofilament and tape 
construction high density polyethylene with Ultra Violet (U.V.) 
stabilizers and flame retardant. UV-Block factor varies by standard 
color offered from 91% to 99%.

Nominal Thickness:   0.057 inches
Fabric Mass:                Min.337 g/m(2)
Light Fastness:            7-8 (Blue Wool Scale)



Weather Fastness:       4-5 (Grey Scale Test)
Tear Resistance:          Warp 210N

  Weft 276N
Breaking Force:           Warp 786N

 Weft 1544N
Bursting Pressure:      Mean 3125kPa
Bursting Force:           Mean 1775N
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All hems and seams shall be double row lock stitched using 
exterior grade UV-stabilized polyethylene GORE TENARE sewing 
thread (GORE and TENARA are trademarks of W.L. Gore 
Associates).

12. Shade fabric shall be treated with fire retardants, and pass the 
requirements established under the NFPA 701 Test Method 2 test 
standards for flammability including the accelerated water 
leaching protocol, must be furnished with bid proposal. 

Color Weight Shade 
Factor UVR Block
Navy Blue 316 93 94
Forest Green 340 94 95
Aquatic Blue 348 87 93
Desert Sand 322                             85                

93
Rivergum Green 318                 87                      

92
Brick Red 342                  92                      

94
Eggshell White 342                     79                    

95
Canary Yellow  342                    77                   

93
Bright Red 342      81          

91
Light Blue 348                   95             

97
Silver Grey 318                       92 97

13. Color choice shall be at the option of the Town from 
manufacturer’s full range of product color.
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AGREEMENT BETWEEN THE TOWN OF DAVIE 
AND KOOL PLAYGROUND, LLC FOR COMPLETION OF THE PINE ISLAND 

INCLUSVE PLAYGROUND

IN WITNESS WHEREOF, the parties hereto have executed this Reciprocal 
Use Agreement the day and year first written above.

KOOL PLAYGROUND, LLC. TOWN OF DAVIE, 
FLORIDA

BY:___________________________________            BY:
___________________________ ___________________________________

C.E.O. MAYOR

ATTEST:

___________________________
TOWN CLERK

STATE OF FLORIDA          )
) ss.

COUNTY OF BROWARD)

I HEREBY CERTIFY, that on the day of 
2008, personally appeared before me, an officer duly authorized to 

administer oaths and take acknowledgements, Kool Playground, LLC signed this 
Agreement on the ____________ day of __________________, 2008.

WITNESSETH my hand and official seal at __________________________________ ,
Broward County, Florida this ___________________ day of _________________ , 2008.

 
My Commission Expires: __________________________________
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